
HEAVY METAL
REMOVAL

APPLICATIONS
-  Filtration and selective removal of heavy metals:
 copper, nickel, zinc, iron II, lead and chrome 

SELECROM IDENTIFICATION
Model Pre-Filter Columns Nr. Column Volume (It) Pump (Type) Optional
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0000=no pump
TH20=LTHP2040
TH60=LTHP6030
M101=MPP101

BX05
BH02

0=no rigeneration
M= manual rigeneration

SC 1C2 2 15 TH60 M

ADVANTAGES
- Increased productivity
- Continuous removal of inorganic contaminants
- Easy and quick change of resins
- Eliminates down time
- Cost effective

FEATURES
- PP Acid proof structure
- Stand-alone system provided with one or more columns
- Combo version with filter pump
- Possibility of manual resins regeneration
- Modular system
- Capacity until 150lt of resin

Selecrom



HEAVY METAL
REMOVAL

Selecrom

Version without pre-filter and pump

Version with pre-filter, pump and manual 
rigeneration tank

SC-000-1-30-0000-0

SC-1C2-1-50-TH60-M

Version with pre-filter and pump

Version with filter-pump

SC-1C2-1-30-TH60-0

MX-7D2-EVT15-G-SC-000-130-00
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VERSIONS

OUR PRODUCTS, PUMP: Magnetic Drive, Horizontal, Mechanical Seal, Vertical, Diaphragm, Drum, - FILTERING SYSTEMS – PRECIOUS METAL 
RECOVERY SYSTEMS – DEPURATION – FILTERS: String Wound Cartridges, Melt Blown, Filtering Disks, Bag Filters, Plated Filter Cartridges,  
Absolute – ACCESSORIES: Gratings, Venturi Eductor – CUSTOMIZED COMPONENTS


